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 Declaration of performance  
 
according Annex III of  the Regulation (EU) No 305/2011 
amended by Commissions delegated Regulation (EU) No 574/2014 
 
INTRASIT® Poly-C1 54Z 
 
Number of the declaration of performance and unique identification code of the product-type: 
SIEVT-110806-02-EN14891-CM-P 
 

Intended use: 
2-component coating with polymer modif ied cement for alternative sealings 
 

Manufacturer: 
Sievert Baustof fe SE & Co. KG; Mühleneschweg 6; 49090 Osnabrück; Tel. +49 541 601-01; Fax +49 541 601-853  
 

System/s of AVCP: 
System 4 

 

Harmonised standard: 
EN 14891:2012 

 

Declared performance/s: 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Bond strength (at beginning)     ≥ 0,5 N/mm² 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Bond strength af ter water contact    ≥ 0,5 N/mm² 
------------------------------------------------------------------------------------------------------------------------------------------------------- ----------------------------- 
Bond strength af ter aging by heat    ≥ 0,5 N/mm² 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Bond strength af ter f rost – dew demands   ≥ 0,5 N/mm² 

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Bond strength af ter chalk-water contact    ≥ 0,5 N/mm² 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 

Watertightness      no leak 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Crack-briding ability     ≥ 0,75 mm 

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
 
The performance of  the product identif ied above is in conformity with the set of  declared performance/s. This declaration of  performance 

is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of  the manufacturer identif ied above . 
 
Signed for and on behalf  of  the manufacturer by: 

 
 
 

 
 
      

Osnabrück, 01.01.2023    Dr. Carsten Zilg    
Place and date    Head of  Research & Development    

 


