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Eine Marke von Sievert

Declaration of performance

according Annex Il of the Regulation (EU) No 305/2011
amended by Commissions delegated Regulation (EU) No 574/2014

DAKORIT® PUR1K 30P

Number of the declaration of performance and unique identification code of the product-type:
SIEVT-110819-01-ETA05-0129-W3

Intended use:
Flussig aufzubringende Dachabdichtung auf Basis von Polyurethan

Manufacturer:
Sievert Baustoffe SE & Co. KG; Miihleneschweg 6; 49090 Osnabriick; Tel. +49 541 601-01; Fax +49 541 601-853

System/s of AVCP:
System 3

European Technical Assessment:

ETA-05/0129 of 4. August 2015

Deutsches Institut fiir Bautechnik (DIBt)

0432 Materialprifungsamt Nordrhein-Westfalen (MPA NRW)

Declared performance/s:

Working life W3

Climatic zones Mand S -
Resistance to mechanical damage P1lto P4

Roof slope SltoS4

Lowest surface temperature TL4

Highest surface temperature TH4

External fire performance EN 13501-5 Broor (t1)

Reaction to fire EN 13501-1 E

Water vapour diffusion resistance factor pu =~ 2310

Watertightness pass

Resistance to plant roots N
Resistance to wind loads = 50 kPa

Resistance to slipperiness NPD

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance
is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Osnabriick, 01.01.2023 Dr. Carsten Zilg
Place and date Head of Research & Development
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