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Leistungserklärung  
 
gemäß Anhang III der Verordnung (EU) Nr. 305/2011 
geändert durch die delegierte Verordnung (EU) Nr. 574/2014 

 
INTRASIT® SP-WTA-Plus-54Z 
 
Nummer der Leistungserklärung und eindeutiger Kenncode des Produkttyps: 
SIEVT-110830-01-EN998-R 
 

Verwendungszweck: 
Sanierputzmörtel R 
 

Hersteller: 
Sievert Baustoffe SE & Co. KG; Mühleneschweg 6; 49090 Osnabrück; Tel. +49 541 601-01; Fax +49 541 601-853  
 

Systeme zur Bewertung und Überprüfung der Leistungsbeständigkeit: 
System 4 
 

Harmonisierte Norm: 
EN 998-1:2016 
 

Erklärte Leistungen: 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Brandverhalten      A1 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Kapillare Wasseraufnahme     > 0,3 kg/m² nach 24 h 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Wassereindringung nach Prüfung der    < 5mm 
Wasseraufnahme 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------
Wasserdampfdurchlässigkeit     µ < 12 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Haftzugfestigkeit      ≥ 0,08 N/mm² bei Bruchbild A, B oder C 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Wärmeleitfähigkeit      ≤ 0,25 W/(mK) for P = 50 % 

≤ 0,27 W/(mK) for P = 90 % 
(Tabellenwert n. EN 1745) 

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Dauerhaftigkeit      NPD 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
Gefährliche Substanzen     NPD 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 
 
The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance 
is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified above. 
 
Signed for and on behalf of the manufacturer by: 
 
 
 
 
 
      
Osnabrück, 01.01.2023    Dr. Carsten Zilg    
Place and date    Head of Research & Development    

 


